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Report for:  Sheffield Metals International \&?f;‘s
5467 Evergreen Parkway N\
Sheffield Village, OH 44054 \:“
Attention:  Adam Mazzella &
Product Names: SMIl 2.0 Mechanical Seam I‘"Ianufacturer(e“‘i): heffield Metals International
Standing Seam D
Project No SHMI-002-02-02 Source: Sheffieid Metals internationai
Date Received:  Nov. 14, 2017 Date Tested: Jan. 9.& 13,2018
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durpose: Determine the uplift reSIS‘[an‘ce of SMI 2.0 Mechanical Seam Standing Sean
panels in accordance. wlth UL 580-06 Test for Uplift Resistance of Roo
Asseimblies and bL\j 897-04 & -12 Uplift Tests for Roof Covering Systems.
lest Methods: Testing wasoq‘“dhfpleted as described in UL 580-06 Test for Uplift Resistance o
Roof Ass@bﬁes and UL 1897-04 & -12 Uplift Tests for Roof Covering Systems
Specu‘r@xs were tested to the loading schedule as described in UL 580, anc
Whnr@;\annlmahln incrementally loaded in accordance with UL 1897 until failure.
(\\\
g‘\t
Sampling: ~-§SMI 2.0 Mechanical Seam Standing Seam panels, clips and fasteners were
N V supplied by Sheffield Metals International. All other materials were provided by
,\ PRI Construction Materials Technologies LLC and purchased through loca
':g;\;» distribution.
Panel Dq,scriptlon SMI 2.0” MS: Min. 0.038” 3105 H22 aluminum alloy (Fy = 17.6 ksi
5\ preformed, 180° mechanical standing seam panels; 16”
<X wide installed coverage; Profile drawing is contained in
R Appendix B.
Clips: Two-piece galvanized steel clip; 2.5” long x 22 ga.
expansion top; 6” long x 18 ga. base. Clip drawing is
contained in Appendix B.
3HMI-002-02-02.2 PRI-CMT Accreditations: AAMA; CRRC; IAS; LA-DBS; Miami-Dade; State of Florida; UL

The test results, opinions, or interpretations are based on the material supplied by the client. This report is for the exclusive use o
stated client. No reproduction or facsimile in any form can be made without the client's permission. This report shall not be
eproduced except in full without the written approval of this laboratory. PRI Construction Materials Technologies LLC assumes n¢

esponsibility nor makes a performance or warranty statement for this material or products and processes containing this material ir
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UL 580 & UL 1897 for
SMI 2.0 Mechanical Seam Standing Seam
Page 2 of 10

Deck Descriptions: Insulation: 1” thick polyisocyanurate board, loose-laid over deck
(Specimen 1 only)

Deck: 22 ga. Type B steel deck attached to ASTM A36 structure
steel supports (0.25” thick top flange) spaced 5-ft o.c. witl
#12-24 HWH, DP5 screws at each flute. Deck lap:
stitched 18” o.c. with 1/4” x 7/8” HWH screws

Specimen Sealing:  Polyethylene film placed under the metal roof pamalc
tape’ W

"It is the judgment of the test engineer that the film and tape used to seal the specimen against air leakage dlgi\,n\} ‘influence th
results of the test. o

Results: N

Test data are contained in Appendix A. Installation details are shown in Appendlx B. Photographs ¢
specimens after testing are contained in Appendix C. ’

Table 1. Summary of Test Resul t)\“
Passing

> Uplift Failure
(\[o} Attachmeqt Pressure Mode

(psf)

Specimen

\

Clips and bend‘a\olates spaced 18” o.c

Mgglrzlaf\.izal and secured m»deck with two (2) #14-13
1 Searn Standin x 3" PH, m screws per clip. Perimeter 150 Clip Failure
9 secured”é‘?i o.c. with #14-13 x 3" PH, DP1
Seam )
WQWS
SMI 2.0 m“<ﬁfips spaced 18” o.c and secured to deck

Mechanical <~ with two (2) #14-13 x 3” PH, DP1 screws
Seam Standlmg' per clip. Perimeter secured 6” o.c. with
Seam " #14-13 x 3" PH, DP1 screws.

e\

150 Clip Failure

\ \'),‘
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¢ NG

ClaSSIi;I_(\\:%fldn:
QN

Spe_c;li}ﬁen No. 1 and No. 2 installed as described herein meets Class 90 requirements.
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N
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The test results, opinions, or interpretations are based on the material supplied by the client. This report is for the exclusive use «
stated client. No reproduction or facsimile in any form can be made without the client's permission. This report shall not
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Statement of Attestation:

lesting was conducted in accordance with UL 580-06 Test for Uplift Resistance of Roof Assemblies
and UL 1897-04 & -12 Uplift Tests for Roof Covering Systems. The test results and interpretations
oresented herein are representative of the materials supplied by the client.

Signed:
Zachary Priest. P.E
Director
Report Issue History:
AL
Issue# | Date | Pages | Revision Description (j:f?abplicable)
Original ~ 02/12/2018 10 NA AN

Revi  03/06/2018 10  Updated data tables)’
Rev2  04/10/2018 10  Updated clip infotmation
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P # 1 Standing Seam
18
&
& + 8D" 0= 580 Load Schedule) L
Class 30 Loading Sequence (UL 580)
% Positive Pressure Negative Pressure Max Deflection r Load (i
34 (psf) (psf) 1 2 . 3 /
0 0.0 16.2 0.153 0.078] 0.085 <<
0 13.8 16.2 0.511 Q>285 0.343 =:
2 13.8 8.1-27.7" 0.674 |.0.496 0.459 =11
0 0.0 24.2 0.610 ,<22'0.412 0.386 33
0 20.8 24.2 0.984". | 0.623 0.647 8 0=
Permanent Set | 0.353 | 0.361 0.277 111
Class 60 Loading Sequence (UL 580)
% Positive Pressure Negative Pressure \Q\ Max Deflection Under Load (i
3 4 (psf) (psf) K 1 2 3 /
0 0.0 32.3 N 0.794 0.526 0.525 8 :
0 27.7 323 on 1.218 0.725 0.790 8 080
2 27.7 16.2-55.4100 1.323 0.748 0.806 8<1:
0 0.0 404 1.153 0.704 0.765 8 30
0 34.6 4\6\&5 ] 1.480 0.849 0.985 8 20:
S Permanent Set 0.401 0.392 0.292 12
Class 90 Loading Sequence (UL 580)
% Positive Pressure <—\‘\)®égative Pressure Max Deflection Under Load (i
3 4 (psf) (psf) 1 2 3 /
0 0.0 &8 48.5 1.173 0.712 0.773 8 <81
0 41.5 N 48.5 1.501 0.908 1.082 8 22=
2 41.5 Q" 24.2-48.5" 1.309 0.833 1.002 801
0 0.0 AN 56.5 1.233 0.795 0.952 81:
0 48.5 N 56.5 1.501 0.959 1.112 8 22:
(Qr Permanent Set 0.435 0.454 0.307 1=0
+ 8?6 I E$ (equency is 102 sec per cyele”
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AN PRI-CMT Accreditations: AAMA; CRRC; IAS; LA-DBS; Miami-Dac
# $ % & % «opinterpretations are based on the material supplied by the client. This report is for the exclusive use of stated client. No reproc !
,#$ # | - it the client's permission. This report shall not be reproduced except in full without the written approval of this laboratory. Pl $
#1. $ & '! s no responsibility nor makes a performance or warranty statement for this material or products and processes containing this rr !
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P # 1 Standing Seam
0 8
&L
& + 8D" 8=:3 1897 Load Schedule) L
RN N
Ultimate Loading Sequence (UL 1897)
% Combine Test Pressure Max Deflection Under Load (in.) Y .
34 (psf) 1 2 3 R 4
8 120 1.498 1.093 1.332 S 1.669
8 135 1.558 1.341 1.577 SR 1.715
8 150 1.622 1.443 1.636 <\ 1.78
8 165 o) 4
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RN
AN\
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0= ;" 8=:3
P # 1 Standing Seam
2 8
K.
& + D"O0= 580 Load Schedule) L
Class 30 Loading Sequence (UL 580)
% Positive Pressure Max Delfection r Load (i
34 (psf) 1 2 . 3 /
0 0.0 16.2 0.148 0.088] 0.078 82
0 13.8 16.2 0.384 0:299 0.223 2:
2 13.8 8.1-27.7" 0.542 [ . 0421 0.407 33
0 0.0 24.2 0.494 ,<>2'0.330 0.401 21
0 20.8 24.2 0.815°. | 0.516 0.620 =
Permanent Set | 0.379 [ 0.250 0.345 <=
Class 60 Loading Sequence (UL 580)-
% Positive Pressure Negative Pressure Q Max Delfection Under Load (i
3 4 (psf) (psf) K 1 2 3 /
0 0.0 32.3 N 0.723 0.444 0.603 =23
0 27.7 323 on 1.135 0.638 0.819 818
2 27.7 16.2-55.4100 1.213 0.704 0.874 812
0 0.0 404 1.075 0.628 0.800 8 8<1
0 34.6 404" 1.384 0.815 0.999 82
=3 Permanent Set 0.426 0.287 0.377 1<:
Class 90 Loading Sequence (UL 580)
% Positive Pressure Q‘){T)Iégative Pressure Max Delfection Under Load (i
3 4 (psf) (psf) 1 2 3 /
0 0.0 48.5 1.112 0.652 0.837 8 2=
0 41.5 48.5 1.449 0.884 1.089 8232
2 415 ¢ 24.2-48.5" 1.477 0.924 1.163 82:
0 0.0 L 56.5 1.318 0.759 0.919 8<31
0 485 56.5 1.698 1.047 1.208 8 3:
(Qr Permanent Set 0.449 0.306 0.435 212

8?6 !l

E$ (equency is 102 sec per cyele”
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P # 1 Standing Seam
3 8
A
& + D" 8=:3 1897 Load Schedule) L
Ultimate Loading Sequence (UL 1897)
% Combine Test Pressure Max Delfection Under Load (in.) Y "
3 4 (psf) 1 2 3 N g
8 120 1.753 1.27 1.288 O 1.827
8 135 1.808 1.43 1.39 Do 1.864
8 150 1.863 1.581 1.485 .\ 1.912
8 165 RN 4
4= | & operties for SMI 2.0” Mechanical Seam Standing Seam &
AN
Width Thickness Gage Length @a Strength Tensile Strength " #
(in) (in) (in) ,\& (ksi) (ksi) 234
8 0.476 0.040 2 N 18.7 24.5 8<:
0.476 0.041 2 A 19.5 24.0 81
< 0.475 0.041 2 S 19.5 23.8 8<
0 0.475 0.043 2wl 17.6 19.6 8<8
& # AN 18.8 23.9 8 (
% & NN 0.9 2.8 /
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SMI 2.0 Mechanical Seam Standing Seam Panel Profile ‘%r;}}\
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