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Weathertight Warranty Quote Request

Company Name:

Project Name:

Project Location:

Project Size: Bid Date:

Type of Building, i.e., Govt., School, Fire Station:

Warranty Length: |:| 5 |:| 10 |:| 15 |:| 20 |:| 25 I:l 30 I:l 35
Standard Or No Dollar Limit: I:l STANDARD |:| NDL (starts at 10 years)

Roof Slope, list all that apply:

Panel Profile, Material & Width:

Deck Assembly i.e., Plywood, B-Deck, B-deck w/ISO:

Are there any large penetrations, i.e., chimneys, roof hatches, skylights? This does not include vent pipes.

Attached Documents: |:| Roof Plan |:| Elevations |:| Panel Specification

Quoted Weathertight Warranty price based on information provided:

To be completed by Sheffield Metals International

NOTES:

» The SMI 1.0 FF SL panel is not approved for WTW’s.

* If roof slopes are below a 2/12 contact the SMI Technical Department.

* All square penetrations will require a premanufactured curb.

* The sealant required is Novaflex Metal Roof Sealant or APS 500.

* The underlayment required will be Sharkskin Ultra SA at all perimeters, corners, valleys, hips, ridges and
Sharkskin Ultra will be required in the field. For projects in locations which receive heavy snow, Sharkskin
Ultra SA will be required for the entire roof surface.
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